
The indoor answer to outdoor living…
Kaha Homes

Bi-fold Doors



GJ Gardner Homes

Bi-fold Doors Performance Parameters

Frame size	 100mm

Maximum door height	 2400mm

Maximum door width	 6500mm

Maximum panel width	 840mm

Maximum panel weight	 40kgs

Maximum water rating	 300Pa

Maximum wind rating	 2200Pa ULS

Maximum glass thickness	 12.38mm (single glazed) 
	 24mm (IGUs)

Maximum bushfire attack level	 BAL 40

Features and Benefits

•	� Ability to stack to one side or both sides

•	� Single entry door access available

•	� Hinged fixings with no visible screws for a clean, flush appearance

•	� Patented torsional blocking retains correct shape and movement  
for trouble free operation

Note: Products may be subject to local variation, regulatory  
requirements and confirmation of structural performance

MCG Windows & Doors products  
are proudly made in Australia and designed 
specifically to meet all Australian conditions

For more information call 1300 766 349
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Fax 9723 9780
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61A / 1140 Nepean Hwy, Mornington 

Fax 5973 6841

Email sales@mcgwindows.com.auVisit mcgwindows.com.au

Bi-folds  |  Stackers  |  Pivot Doors  |  Double Glazed  |  Sashless  |  Louvres  |  Frameless  |  Shopfronts


