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Casement Windows Performance Parameters

. Frame size 100mm
Features and Benefits Maximum window height 2340mm
e Multi-point locking system designed for superior security and Maximum window width 2410mm
extreme weather conditions — tested to resist 360km/hr winds i ]
Maximum panel width 710mm
e Window restrictor provides added protection in windy conditions
Maximum panel weight 50kgs
e High quality architectural hardware
Maximum water rating 1000Pa
e Stainless steel fastenings to minimise the chance of corrosion
, , , Maximum wind rating 6000Pa ULS
¢ |ntegrated insect, safety and security options
: Maximum glass thickness 12.38mm (single glazed
¢ Tested to Australian standards A l ( 2' 4?nmg(léUs;

Maximum acoustic rating Not available

Maximum bushfire attack level BAL40

Products may be subject to local variation, regulatory
requirements and confirmation of structural performance

Owned & Made

MCG Windows & Doors products o
are proudly made in Australia and designed WINDOW
specifically to meet all Australian conditions ELERCTRATING 4

C G For more information call 1300 766 349
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: Head Office Mornington Branch
SIS & TS| 1 I 2-4 Jesmond Road, Croydon 61A / 1140 Nepean Hwy, Mornington

Residential & Commercial Windows 1300 766 349 Fax 9723 9780 Fax 5973 6841

Visit mcgwindows.com.au Email sales@mcgwindows.com.au



